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Monobloc Pumps 

 

Compact groups according to DIN 24255 

Q < 600 m³/H 
H < 100 mts 
T < 120º C  
DN: 32-200 

Vertical multistage pumps 

 

 

Q < 250 m³/H  
H < 350 mtr  

T < 120 (200)º C  
DN: 25-150 
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Centrifugal pumps 

 

Centrifugal pumps according to DIN 24255 and reinforced pump. 

Q < 600 m³/H  
H < 100 mts 

T < 120 (200) º C  
DN: 32-200 

 

Horizontal multistage pumps 

 

Q < 700 m³/H  
H < 300 mts 

T < 120 (200) º C  
DN: 25-250 
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Vertical and horizontal split case pumps 

 

 
 

Q < 1900 m³/H  
H < 160 mts 
T < 120º C  
DN: 80-400 

 

Horizontal and vertical pumps with vortex impeller 

 

Q < 340 m³/H  
H < 50 mts 
T < 80º C  

DN: 40-150 
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Horizontal and vertical pumps 

Waste water pipe line  

 

Q < 2400 m³/H  
H < 80 mts 
T < 80º C  

DN: 40-500 

 

Submersible pumps with channel or vortex impeller 

For water and waste water line  

 

Q < 2800 m³/H  
H < 80 mts 
T < 80º C  

DN: 40-500 


